
SPECIALI EVAPORMIX
SPE01
ITEM SPECIFICATIONS

PREPARATION

TECHNICAL CHARACTERISTICS

WARNING

The requirements and the guidelines herein are to be considered purely indicative 
and corresponding to our everyday best experience. We therefore recommend 
carrying out the tests in order to verify that the product corresponds to what is 
actually required and expected. We, as producers, do not assume any responsi-
bility about how, when and where our products are applied except for the constant 
quality of the material.
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LAYING

in case of:
• damps walls
• rising damp from the ground
• thermal bridges

The plaster admixed with EVAPORMIX has an alveolar struc-
ture critical to the continuous air exchange favoring the natu-
ral humidity. This allows dampness to evaporate the wall and 
the relative humidity of the air inside to conform continuously. 
In so doing, it eliminates the problem of rising damp in old 
walls that have not previously been isolated from the soil. Its 
ease of use is such that it can be apply by hand as an ordinary 
plaster. It need to be mixed in a cement mixer with the addition 
of water. 

EVAPORMIX is an additive for plaster. When it is mixed in ra-
tio of 3% with the binder, it is able to favor the evaporation of 
the water present inside the wall. At the same time its partic-
ular mixture gives the mortar a good adhesion. The additive 
EVAPORMIX is indispensable in the preparation of a plaster for 
the restoration of degraded walls as it makes the mortar light 
and without shrinking.

Additive for thick restore plaster, for mortar evaporating, 
compensated shrinkage and improved adhesion.

You can apply the additivated mortar as an ordinary plaster. If 
you’re applying it with the purpose of restoring a damp wall, 
you need to:
• remove the old mortar to lay bare masonry;
• impregnate to saturation the wall with EMULSIONMIX dilut-
ed in water in a 1:1 ratio to a height at least half a meter higher 
than the wet part;
• make the scratch coat with lean and coarse cement mortar 
additivated with EMULSIONMIX in a 1:5 ratio with water.

For a bag of EVAPORMIX, add 50 kg of binders (lime and ce-
ment) and 150 kg of coarse sand (grain size from 0,5 to 4 mm).

• Plastering thick with plaster admixed with EVAPORMIX.

• Finish the work with the ISOLMIX products.

FOR INDOOR 
& OUTDOOR USE 
AT WALL

PACKS 
OF 50 G

TO BE APPLIED 
AT TEMPERATURE 
FROM 5°C TO 35°C

TO BE APPLIED 
WITH TROWEL

FOR THIXOTROPIC
MORTAR

USE PERSONAL 
PROTECTIVE 
EQUIPMENT


